Schuyler Samperton Textiles

Wallpaper Installation Instructions

PREPARING THE WALLS:

Make sure walls are completely smooth. If walls have any imperfections, lining paper is strongly
recommended

Once the walls are prepped, line them with the suggested grade of lining paper

PASTE:

It is recommended to use a traditional style, ready mixed tub paste for all wallpapers

PVA or PVC type adhesives are not suitable as they may cause surface staining or adhesion
problems

For regular paper, paste should be applied to the paper

For non woven paper, paste should be applied to the wall

Edges should be well pasted to ensure neat joints, but avoid squeezing paste out of the joints
For non woven paper, paste should be applied to the wall

Paste should not come into contact with the printed side of the paper

Allow sufficient soaking time for the paper to become supple, under-soaking may create
bubbling

Use a felt roller for smoothing

HANGING THE WALLPAPER:

Cut and hang ONE length at a time

Check which way up the design is before hanging

Do not crease the paper when folding lengths

Trim tops and bottoms of lengths with paper hanger shears or a sharp knife and a straight edge
Joints should be tightly butted and never overlap

Dark colored wallpaper may need the edges colored with a slightly lighter shade of chalk or
pastel to prevent white edges showing

Where wallpaper rolls are numbered the hanging should be done in sequence

WARNING:
It is the responsibility of the decorator to check that this wallpaper is correct
Wallpapers can display certain irregularities that are inherent to the manufacturing process

INSPECTION:

Upon receiving our textiles, all customers have 30 days to inspect the goods and inform
Schuyler Samperton Textiles of any issues or errors. If within the 30 days the customer does not
inform us with any issues, we will not accept returns or issue refunds. If the customer has
installed, cut, or upholstered our textiles prior to contacting us in that 30 day timespan, we will
not accept returns unless there are hidden defects not visible with the purchased goods.



